CEXISTING  SIGNAL HEADS PROPOSED SIGNAL HEADS

GENERAL NOTES

1O _REMAIN 1. WITHIN 18 IN. OF UNDERGROUND UTILITY LOCATIONS, THE CONTRACTOR
SHALL BE REQUIRED TO EXCAVATE FOR FOUNDATION AND CONDUIT BY HAND.
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FXISTING SIGNS TO REMAIN FXISTING SIGNS TO RENMOVE ELECTRICAL CABLE. /
- N 9 r . X |
LEFTTURN - - [LerT TuRN 4 ~¢ h
YIELD [€ Guilford Road | [ Guilford Road & | TELD SIGNAL
ON%EEN ND3-2 N3-» ONgEEN (} » ] ]
95" x 16" 96" x 16" N
DUAL-FACED DUAL-FACED 700 FT
RIO-12 RIO-I2 e e FLASHING
36" x 42" 36" x 42" SPECIAL PROPOSED SIGNS OPERATION
96' x 48"
25 26 A 28 23 17,29 20 PHASING NOTES:
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L RIGHT-OF-WAY \ CONSTRUCTION DETAILS
WMsS# 1070861 _
A. INSTALL 2} FT. STEEL POLE WITH A 38 FT.MAST ARM, G-TYPE CABINET, TWO CIRCUIT FLASHER, J. REMOVE AND DISPOSE OF EXISTING SIGNAL HEAD(S) AND INSTALL NEW SIGNAL HEAD(S)
CONTROL AND DISTRIBUTION, VEHICLE SIGNAL HEADS, W3-3(2) SIGNAL AHEAD SIGN, AND W3-3
SIGNAL AHEAD WARNING SIGN (NOTE: -3 IN. PVC 90 DEGREE BEND). K. INSTALL NEW SIGNAL HEAD
B. INSTALL 3 IN. SCHEDULE 80 RIGID PYC ELECTRICAL CONDUIT (TRENCHED) L. REMOVE AND DISPOSE OF EXISTING OVERHEAD SIGN
C. INSTALL HANDHOLE M. INSTALL NEW OVERHEAD SIGN
R GHT—DF —WAY D. INSTALL 3 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (BORED) N. INSTALL 20 FT.X 6 FT.LOOP DETECTOR ENCASED IN /4 IN. FLEXIBLE TUBING (3-6-3 TURNS)
E. USE EXISTING HANDHOLE 0. USE EXISTING CONTROLLER
/ F. USE EXISTING CONDUIT P. PROPOSED OVERHEAD SERVICE (TO BEWNSTALLED BY BGE, WMS#* |07086l)
G. INSTALL | INCH LIQUID-TIGHT FLEXIBLE NON-METALLIC ELECTRIC CONDUIT (FOR DETECTOR SLEEVE)
H. REMOVE AND DISPOSE OF EXISTING MAST ARM POLE, CABINET, VEHICLE SIGNAL HEADS, AND
SIGNS. REMOVE AND DISPOSE OF EXISTING CONCRETE FOUNDATION 12 INCHES BELOW GRADE.
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